
DIE
COMPONENTS

ALL VLIER PLUNGERS ARE FURNISHED WITH A NYLOK PLUG(N) 
AS A THREAD LOCKING ELEMENT. IF ITEM IS TO BE ORDERED WITHOUT 
PATCH OR PLUG, PLEASE OMIT N FROM THE END OF THE PART NUMBER.

VLIER HEX NOSE
SPRING PLUNGERS

HEAVY END FORCES

LIGHT END FORCES

HEX NOSE ALLOWS STANDARD END ON
 SOCKET WRENCHES FOR 
INSTALLATION & REMOVAL
CASE HARD STEEL NOSE

SPRING FORCES ARE: 
ACCURATE - UNIFORM - DEPENDABLE

3.0 8.0 13.0 1/4-20 1" 3/16 1/8 .071
3.0 9.0 15.0 5/16-18 1" 3/16 1/8 .071
5.5 10.0 14.5 3/8-16 1-1/8 3/16 3/16 .108
6.6 12.0 17.4 1/2-13 1-1/4 1/4 1/4 .144

10.5 18.0 25.5 5/8-11 1-1/2 5/16 5/16 .179
6.7 22.0 37.3 3/4-10 1-3/4 5/16 3/8 .215

16.0 42.0 68.0 1"-8 2-13/32 1/2 1/2 .290

PART NUMBER A B C D R

H-54N

SPRING FORCES

INITIAL

(LBS)
1/2

WAY
FINAL

H-56N

H-58N

H-60N

H-62N

H-64N

H-66N

1.0 2.5 4.0 1/4-20 1" 3/16 1/8 .071
1.5 3.0 4.5 5/16-18 1" 3/16 1/8 .071
2.8 5.0 7.2 3/8-16 1-1/8 3/16 3/16 .108
2.7 6.0 9.3 1/2-13 1-1/4 1/4 1/4 .144
3.5 7.0 10.5 5/8-11 1-1/2 5/16 5/16 .179
4.0 17.5 31.0 1"-8 2-13/32 1/2 1/2 .290

PART NUMBER A B C D R

H-55N

SPRING FORCES

INITIAL

(LBS)
1/2

WAY
FINAL

H-57N

H-59N

H-61N

H-63N

H-67N
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