
FIXTURE
COMPONENTS

FLAT-FACED-STYLE SPRING STOP PREVENTS
DAMAGE TO THIN GAUGE MATERIALS. TOP

EDGE RADIUS FACILITATES LOADING OF THE
FIXTURE.

TRIANGULAR BASE
SS-88B

RECTANGULAR BASE
SS-90B+SS-92B

MATERIAL - BASE IS ALUMINUM - NOSE IS STEEL

VLIER SPRING STOPS

FOR USE AS A FIXTURE WALL OR POSITIONER

STEEL FLAT FACE WITH RADIUSED TOP FOR EASE OF PART INSERTION/REMOVAL

SPRING FORCES ARE: ACCURATE - UNIFORM - DEPENDABLE

EXCELLENT FOR USE ON WELD OR ASSEMBLY FIXTURES

ww cE CO wE.L. SIM TH ., INC.1-800-837-9270 .elsimeth. om

5 1/8   10   14 7/8 1/8 .656 .344 .656 .437 .187 .218 .136 .562 .187 .625 .200 .625
2 1/4   14   25 3/4 3/16 1.125 .500 .937 .750 .250 .312 .203 1.000 .250 .875 .297 .875

16 1/2   32   47 1/2 1/4 1.500 .688 1.313 1.000 .250 .437 .266 1.250 .375 1.250 .422 1.250

PART NUMBER ASTROKE
INCHES B C D E F G K L M N P

SS-88B

SS-90B
SS-92B

END
INITIAL

FORCE
1/2

WAY

LBS. 
FINAL

5.1  10  14.8
2.2  14  25.7

16.5  32  47.5


